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KEYWAY 056 _ _

1.40
SIDE 270 1/4-40 UNS-2A
6.86

At
7

.500
12.70 5.44

1 QO

A
579
1473 |=—

LOCKED

315
8.00

'

.640

—= 16.26 ——

UNLOCKED
¢.250 240
$6.35 6.10

A

N
©.094 \\
0.85 022 $2.38

0.55
Without locking ring.

PANEL MOUNTING

_E__ S

SPECIFICATIONS

MECHANICAL LIFE: 40,000 make-and-break cycles.

CONTACT RESISTANCE: 10m (2 max. initial @ 2-4VDC
100mA for both silver and gold plated contacts.

INSULATION RESISTANCE: 1,000M () min.

DIELETRIC STRENGTH: 1,000 V RMS@sea level.

OPERATING TEMPERATURE: -30°C to 85°C.

With standard locking ring.

p=
V_H_ [ N
A |

Epoxy seal

RATING

2 positions lock

Epoxy seal

.080
2.03

SOLDER LUG

MATERIALS

CASE: Dially phthalate (DAP) (UL94v-0).
ACTUATOR: Brass,chrome plated.
BUSHING: Brass,nickel plated.

HOUSING: Stainless Steel.
TERMINAL/CONTACT: Silver or gold plated.
RoHS:2002/95/EC

POS.1 POS.2 POS.3
Model
No. k ’ F
1MS1 ON NONE ON
Term.
Comm. 23 1
; N/A _
SCHEMATIC |, aoaﬂo/w_vvll 2 Qaﬂo\m
3 3

SWITCH FUNCTION

RATING :
R : 0.4 Volt-Amps(VA) max. @20V max.(AC or DC)
Q : 2Amps @250VAC
5Amps @120 VAC or 28 VDC
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KEYWAY

.033
0.85

8.214
$5.44

©.250
$6.35

.022
0.55

Without locking ring.
PANEL MOUNTING

.055
1.40

1/4-40 UNS-2A /

-

.350
8.89

0.76
I

EPOXY SEAL
.030

|

A —~
-395 L RATING
10.05 [

.210
-240 8.250
6.10 ﬂ 6.35
D
]
8.094 Lu(
$2.38

With standard locking ring.

SPECIFICATIONS
MECHANICAL LIFE: 40,000 make-and-break cycles.
CONTACT RESISTANCE: 100 m(2 max. initial @ 2-4VDC

INSULATION RESISTANCE: 1,000 MQ2 min.
DIELECTRIC STRENGTH: 1,000 Vrms min.@sea level.
OPERATING TEMPERATURE: -30°C to 85°C.

100mA for both silver and gold plated contacts.

r 156 o

3.96

2 positions lock

EPOXY SEAL

MATERIALS

CASE: Diallyl phthalate (DAP) (UL94v-0).

.185

ﬁ 4.70

A

.500
12.70 U@

.080
2,03

SOLDER LUG

ACTUATOR: Brass,nickel plated.
BUSHING: Brass,nickel plated.
HOUSING: Stainless Steel.

TERMINAL/CONTACT: Brass,Silver or gold plated.

RoHS: 2002/95/EC

.270
6.86

.080
2.03

POS 1

POS.2

POS.3

Model
No.

1MS1

NONE ON

Term.
Comm.

SCHEMATIC

N/A

2-1

2 Comm.

s

SWITCH FUNCTION

PART NO.

PART NAME

1 | MNU-1MO1A

1/4 INCH NUTS

2 | MNU-1M02

LOCKING RING

3 | MNU-1M03

LOCK WASHER

FILE NAME:HARDWARE-0002

CONTACT PLATING

TERMINAL PLATING

RATINGS

Q = Silver

Silver

S = Silver,pure-tin

C = Gold over silver

Gold over Silver

K = Gold over silver,pure-tin

5 Amps @120 VAC or 28 VDC
2 Amps @250VAC

o|x|x|o|o|o

R = Gold

Gold

G = Gold,pure-tin

0.4 Volt-Amps(VA) max. @20V max.
(AC or DC)
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- MNU-1MO03
PART NO. PART NAME QTY
1 | MNU-1MO1A 1/4 INCH NUTS 2
2 | MNU-1M02 LOCKING RING 1
3 | MNU-1M03 LOCKING WASHER 1
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= 12.85
350 |
8.89 060
- 1.52
KEYWAY Brass,chrome plated  1/4-40 UNS-2A .030
ﬁoam A
M — .185 6 haxEDy 3
» ﬁio
215 5 K S POS.1 POS.2 POS.3
5.44 JX A Model
h » 4 a1 No. k P *
RATING
450 / A = womw/ +7 T .Noww 1MD1 ON NONE ON
= 4143 580 . Epoxy seal 190 . o
‘ ~ 1473 =— A 190 - c 2-1,5-4
LOCKED 315 4.83 omm.
8.00 1
n 2 noz_ﬂen\ﬁ
| N/A 12
.641 SCHEMATIC ! |
= 16.26 |~ ' _
UNLOCKED 5 eaﬂoyvl
g.250 240 _ _| 7* $.250 .078 .156 SWITCH FUNCTION
¢6.35 6.10 $6.35 1.98 3.96
\T _ Epoxy seal
T A
$.094 i 047
$2.38 119
0.55 080
Without locking ring. With standard locking ring. . 2.03
2 positions lock SOLDER LUG

PANEL MOUNTING

SPECIFICATIONS

MECHANICAL LIFE: 40,000 make-and-break cycles.

CONTACT RESISTANCE: 10m{) max. initial @ 2-4VDC
100mA for both silver and gold plated contacts.

RATING :

MATERIALS

CASE: Dially phthalate (DAP) (UL94v-0).
ACTUATOR: Brass,chrome plated.
BUSHING: Brass,nickel plated.

R : 0.4 Volt-Amps(VA) max. @20V max.(AC or DC)
Q : 2Amps @250VAC
5Amps @120 VAC or 28 VDC

INSULATION RESISTANCE: 1,000M () min. HOUSING: Stainless Steel.

DIELETRIC STRENGTH: 1,000 V RMS@sea level. TERMINAL/CONTACT:Silver or gold plated.

OPERATING TEMPERATURE: -30°C to 85°C. RoHS:2002/95/EC m
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.350

8.89
.057
1.44 =
FLAT A EPOXY SEAL
300
8.465 7.85 .030 A
; #11.81 B! 0.76 185 6 [ =, 3
500 aidh { 470 POS.1 POS.2 POS.3
5% WL ' W+ = > E= 2 | Model
. 85.44 j!/ t * N
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D o | p— ? 42yl
270 i .156 A L .080 1MD3 ON ON
6.86 3.96 203 | Term.
. = RATING A90. o e Comm 2250 4lart
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LOCKED 1/4-40 UNS-2A 2 ¢ —o; a3 2 Con —°1/r
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= 16.26  |=— Iy o
5 Comm. 5 Comm.
UNLOCKED 56 LN o
3 positions lock j = s SWITCH FUNCTION
250 -240 9.250 :
¢6 35 6 10 26.35 0
EPOXY SEAL 7
.047
2. 094 1.19
234
o ¢2 38 586
2.03
Without locking ring. With standard locking ring. T YT p——— TERMINAL PLATING RATINGS
PANEL MOUNTING —_— Q = Q= Siver
S S = Silver,pure-tin 5 Amps @120 VAC or 28 VDC
SPECIFICATIONS i Gold over Silver |-C=Gold over silver 2 Amps @250VAC
MATERIALS K K = Gold over silver,pure-tin
E'aiﬁgﬂgg'ég:giﬁ%?ofgakg'a”d'br.e‘?tk ICVC";S R}Ef)uc';' laad. CASE: Diallyl phthalate (DAP) (UL94v-0). Rl oo R~ Gold T s
e 10.miY me inibal @ 2 ACTUATOR: Brass, nickel plated. G P —— (AC or DC)
100mA for both silver and gold plated contacts. BUSHING: Brass nickel plated
INSULATION RESISTANCE: 1,000 MQ min. = olEss -
DIELCETRIC STRENGTH: 1,000 Vrms min.@sea level MO e ANl ek JICTEN
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